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EasySeam  Solar System ®

Contemporary EasySeam Standing Seam Roof System and high-efficiency integrated Solar PV laminate
modules combine seamlessly to create EasySeam Solar System, offering a renewable energy solution that
enhances sustainability whilst complementing the building’s design. 

EasySeam Solar System is supplied to site as a kit of parts that includes EasySeam Roof panels with
factory bonded Solar PV and junction boxes to meet the required KW output, as well as MC4 connectors.
An MCS certified contractor is then only required post installation to connect up the system. 

Key features
Lightweight Solar PV laminate modules
factory bonded to EasySeam Roof panels. 
Each panel is electrically tested before
leaving Vertix Systems manufacturing site.
Solar PV is available in a range of standard
module lengths to meet required KW output. 
Fully installed weight of less than 11kg per
square metre.
Integrated PV laminate sits discretely within
the pan of the EasySeam Roof panel. 
Solar PV laminate uses multiple bypass diode
design to protect the solar modules and
ensure they can work effectively in low light
conditions and shaded areas. 
Uses MCS certified Solar PV laminate capable
of achieving a minimum output of 146W/M .2

EasySeam  Roof panel         ®

Has a cell efficiency of up to 24%.
Solar PV laminate has a 10 year product
warranty and 25 performance warranty.
This guarantees minimum power output
performance of 90% for the first 10 years
and 80% for the following 15 years. 
Available with 25 year Confidex   Home
Guarantee from Tata Steel, covering
appearance and durability of Colorcoat
Prisma  pre-finished steel used in System.
Suitable for roof pitches between 5 and 45
degrees.
EasySeam Roof panels and Solar PV
laminate are made in the UK.
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           ®



Factory bonding Solar PV laminate to
EasySeam Roof panels before delivery to
site ensures optimal adhesion, long-term
durability and consistent system quality. 
Eliminates all the rails, clamps and fixings
associated with mounted PV modules.
Combines the roof and Solar PV installation
into one streamlined process, reducing
overall time on site and associated costs.
Neatly fits in the pan of EasySeam panel
meaning no elevated PV modules and
additional wind load calculations to make.
Manufactured in the UK, reducing
transport miles and supporting local
manufacturing.
Delivered to site as a kit of parts,
simplifying procurement and installation.   
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Key benefits
Renewable energy solution that is almost
indistinguishable from the rest of the roof.
Low installed weight removes the need for
further structural strengthening, often a
requirement for mounted PV modules,
especially on refurbishment projects.
Guaranteed energy performance of 80%
or higher over 25 year period. 
Added peace of mind for home owners
offered by Confidex  Home Guarantee
from Tata Steel, which covers appearance
and durability of pre-finished steel used.
Multiple bypass diode design makes
EasySeam Solar System ideal for UK
weather conditions and suitable for use on
more than just South facing elevations. 
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